
Grand Theatre, Blackpool,  Sound Equipment 
Specification. 

 
 
Desk  Yamaha M7CL 48 channel. 
 
FOH PA Turbosound TXD 530, 1pr / level. Turbosound TXD518, 1 pair in  
  The stalls. MC2 amplifiers and BSS controller. 
 
Stage  
Monitors. 2 Turbosound TMW 212 wedges, 2 Logic System wedges. 
 
Outboard. None. 
 
Playback. 2 Tascam MD350 minidisk players,1 Marantz PMD340 cd player. 
  1 Tascam 122 cassette deck. 
 
Microphones, A few, please call or email with your requirements. We do not have  
             any radio microphones. 
 
Intercom. Tecpro system. 
 
Video.  A view of the stage from foh is available in prompt corner (dsl). 
  1 extra monitor is available in house. 
 
 
 
 
 
Power.  Power for touring sound equipment is located down stage left,  
  63A and 32A BS4343 EN60309 (ceeform). ‘Tailing in’ also possible.  
 
Touring  
PA.  We have vertical truss either side of the pros opening that can  
  accommodate loudspeakers, access is via scaffolding tower only,  

which we have onsite. The use of single clamp rigging arms is 
prohibited for loads greater than 10kg on this structure. 

 
Advance We have two chain hoists installed for this. S.W.L. 1000kg evenly  
Truss   spread across the two points. We do not keep any rigging for this. 
Position. 
 
Multicore. A 50m cable is sufficient to go from stage left to the sound position  
  Front of house. 


